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GENERAL NOTES

A. All dimensions are taken to face of gypsum wallboard or unit masonry.

B. Edge of all door jambs at hinge side not otherwise indicated are to be
6" from the face of intersecting walls. Edge of all door jambs at strike
side not otherwise located are to be 18" minimum from the face of
intersecting walls.

All wood blocking to be fire retardent treated.
First floor level 100'-0" equals 728'-0".
All partitions shall be type 'S1.0" unless noted otherwise.

New construction shall be phased in the following sequence. Phase 1:
Area limited to the south west wing. Phase 2: Area limited to the north
west wing. Phase 3: Area limited to the south east wing. Upon
completion of each phase coordinate access and start-up of the
following phase with the COTR.
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O PLAN NOTES
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New parking and approach drive. See cival drawings.
Refer to MEP Sheets for work in this area.
New concrete loading dock and stair. - see structural.

New solid surface window stool at all window
openings.See S6 on sheet A601 for additional information.

Drywall wrapped opening. Sill height to match adjacent
existing exterior window. Head of opening to be 7'-4" aff.
Width of opening varies. See dimension plan.

Existing floor tile to remain in the shaded areas as
indicated. Owner to provide new flooring at a future date.
Patch and repair flooring as required to facilitate
installation of new walls and casework.

Extend new wall construction to face of existing window.
Terminate wall at face of glass. The end of the wall shall
be wrapped with 5/8" type "x" drywall and a 1" neoprene
gasket will abut to the face of glazing, full height of
window. Caulk both sides of the gasket/glazing interface.
Coordinate wall placement in the field with window mullion
location.
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23.05

Corner Guard, 7'-0" A.F.F to top.(CG-1)

Corner Guard end wall condition, 7'-0" A.F.F. to top.
(CG-2)

Chair Rail, see Sheet A401 for details.

New pre-finished aluminum canopy system by canopy
manufacturer.

Semi-recessed fire extinguisher cabinet. Bottom of cabinet
to be 2'-6" A.F.F..

Louver full size of existing window. Field Verify size. See
Mechanical Drawings.
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